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3alpmTa MOTOPHOrO OTCeKa U 3NEMEHTOB TpaHcMmmuccun paspabotaHa u marotoBrneHa OOO "Metannonpogykums”,
cooTBeTcTBYyeT TpeboBaHusm TY 4591-001-25888788-2006. KoHCTpyKUMSA 3alumLLieHa aBTOPCKUMU CBUAETENbCTBAMU
Ha nonesHyto mogenb Ne89059, 15980, 15981, 15982, 15983. 3anateHToBaHO B Poccuu.

YCTAHOBKA:

3alyTa MOTOPHOIO OTCEeKa M 3IeMEHTOB TpaHCMUCCUK paspabaTbiBaeTcsl MHAUBMAOYANbHO Ha KaXabli aBTOMOGWSb.
OHa [oMmKHa ycTaHaBMMBaTbLCA B COOTBETCTBUM C MHCTPYKLMEN N3rOTOBUTENS CreLManiaipoBaHHbIM ANepoM U Ha
cepTuduumpoBaHHbix CTO. 3alumTa KpenuTcs K LTaTHbIM OTBEPCTUAM CUOBBIX 371EMEHTOB Ky3oBa. Mpu npaBurbHOM
yCTaHOBKe 3aLlMTa He JoJkHa KacaTbCsl Y3OB U arperatoB aBTOMOOuUIS.

YCJIOBUA SKCIIJTYATALINN:

3awmuTta MOTOPHOrO OTCeka W JMEeMEHTOB TPaHCMWUCCUWM MpefHasHadyeHa [Ans aKcnnyaTtauum B YCIOBUSIX
npeaycMOTPEHHbIX Mpom3BoauTenemM aBTomMobuns. MNpu akcnnyataumm A0oMmKHbI ObITb UCKIKOYEHbI CrlydYan Haesaa Ha
KpynHble NpensTCTBUS M NpeaMeTbl Npu OBMXKEHUU aBTOMOOWUNS Ha ckopocTu. B cnyvae Haesfga Ha npensartcTBue
Heobxoaumo ybeamuTbes B OTCYTCTBUM MOBPEXAEHUIA Y3MOB U arperatoB aBTOMOOUNSA M NPUroAHOCTU AarnbHeNLen
3KcnnyaTaumm 3awmThbl Ha cneymanuanpoBaHHon CTO.

FAPAHTUA:

[apaHTUHBIN CPOK AKCNNyaTauum - 24 mecsaua.

YCINOBUA NPEOOCTABJIEHUA TAPAHTUN:

3alwmTta ycTaHoBfleHa Ha aBTOMOOUNb, C He MOBPEXOEHHbIMU CUNOBbLIMU 3MEeMEHTaMy Ky3oBa W KOHCTPYKLMK
(aBTOMOOUIB, KOTOPLIN He yyacTBoBan B ATIM);

OTCyTCTBYIOT MEXaHNYECKNE MOBPEXAEHNS 3aLLMThI, NOMyYeHHble B pe3ynbraTe Haeaaa Ha NpensiTcTBue;

CobntoaeHbl Bce TpeboBaHMSA MHCTPYKLIMMN MO YCTaHOBKE 3aLUMThI;

OTCyTCTBYIOT MEXaHUYeCKNe MOBPEXAEHNS NOPOLLKOBOIO MOKPbITUS.

MpounsBoanTenb He HeCET OTBETCTBEHHOCTU 3a 060N yLLep6, MPUUYMHEHHDBI aBTOMOBWIIIO, XXU3HW 1 340POBLIO NoAeN,
B Cllyyae HapyLUEHUs YCIIOBWIN YCTaHOBKM W 3KchnyaTauum 3awuTbl. [NponssognTesnb BNpaBe BHOCUTb U3MEHEHUS B
KOHCTPYKLMIO 3aLLUTbI.

Engine bay and transmission elements skid plate has been designed and manufactured by LLC Metalloproduktsia.
Product conforms to TOR 4591-001-25888788-2006 requirements. Product design is protected by model copyright
certificates Ne89059, 15980, 15981, 15982, 15983. Patented in Russian Federation.

INSTALLATION:

Engine bay and transmission elements skid plate has been designed particularly for a certain vehicle. It should be
mounted according to the producer's installation instruction by a dedicated dealer or on certified service stations. The skid
plate is fixed to regular apertures located on vehicle's body load-bearing elements. In case of correct installation the skid
plate should not interfere with any vehicle's units and components.

OPERATING CONDITIONS:

Engine bay and transmission elements skid plate has been designed to operate in conditions specified by vehicle's
producer. Cases of crush or driving into obstacles at a speed should be excluded during exploitation. In case of head-on
crush it is necessary to assure in absence of damages of vehicle's components and units and availability of
roadworthiness on certified service stations.

WARRANTY:
Warranty period - 24 months.

WARRANTY TERMS:

The skid plate should be installed on a vehicle with undamaged body and load-bearing elements (vehicle, which hads
never been involved in road traffic accident);

There are no mechanical damages of the skid plate resulting from head-on crush. All requirements to skid plate
installation should be satisfied;

There are no mechanical damages of powder coating.

Producer does not bear liability for damages caused to the vehicle, health and life of people in case of installation and
exploitation terms violation. Producer has a right to introduce changes into the skid plate construction.
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